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SPACE 60
ldeal Profile System 
for Office Lighting
Profile-based Basic Lighting



LENGTHS:

CORNER MODULES:

600mm

900mm

1200mm

1500mm

1800mm
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SPACE 60

SPACE 60 is an ideal profile system for any office lighting project, thanks to its wide range of configura-

tion options. The profile is specially made with a 65mm width to ensure strict glare control (UGR<19)

and homogeneous lighting. Available profile lengths include 600mm, 900mm, 1200mm, 1500mm, and 

1800mm, which can be used individually or connected continuously to meet different spatial needs. 

Combined with L-shaped, T-shaped, and  X-shaped modules, SPACE 60 opens up more possibilities for 

optimal integration in every project.

 

MOUNTINGS:

Pendant Trimless Recessed
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65mm

Trim RecessedSurface Mounted

Linear Profile System
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Trim Recessed
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Pendant with Uplight

295 296

Microprismatic cover for
visual comfort (UGR<19)

No visible screw Perfect joints, no light gaps Twist-lock design light module,
easy installation & maintenance 

Product Features

SPACE 60 standard version features a microprismatic cover to enhance visual comfort (UGR<19)
combined with homogeneous lighting. Opal cover version is available as an option, offering even
lighting and a wider beam angle (UGR<22).

Besides its elegant appearance, its detail-oriented design makes it favored by designers, electri-
cians and users. All the profile  connection joints and profile end caps (NO visible screw) are
designed with anti-leakage measures, ensuring optimal & clean light performance. All profiles are
equipped with quick-connectors, allowing for fast, easy installation and maintenance.

Mounting options include pendant direct, pendant direct & indirect, surface-mounted, 
trimless recessed & trim recessed. The LED driver, available in either ON-OFF or DALI Dim, 
is integrated into the light channel. Other dimming LED drivers are also available on demand.

It’s elegant appearance and detail-oriented design make SPACE 60 an ideal profile system for
office lighting or any profile-based basic lighting  

   

SPACE 60 Linear Profile System

Quick Linear Connector



Construction
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Surface Mounted Installation Brackets

Trimless Recessed Installation Brackets

End Cap Set without Trim (no light leakage, no visible screw)

Profile Channel without Trim

Quick Linear Connector

Light Leakage Prevention Cover

LED Module

Opal Diffuser Film 

Light Reflection Film

Pendant Insallation Steel Wire Kit
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Profile Channel with Trim
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SPACE 60 Linear Profile System

Trim Recessed Installation Brackets

End Cap with Trim 

Microprismatic Film 
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Flexible Microprismatic Cover (UGR<19)/ Flexible Opal Diffuser
30 meters per run, in-field cuttable
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UGR<19

Visual comfort

UGR<19  

Photometric curves of

SPACE 60 P-CL1500U-47W-840-80°↑105°↓

Comfort

600lx500lx

· The profile is specially made with a 65mm
  width together with clever triple-layer optical design to

  ensure strict glare control (UGR<19),
   homogeneous lighting and efficiency.

· High quality surface treatment
· The end cap is no visible screw

·Quick-connector allows fast connection

SPACE 60 Linear System

Product: SPACE 60 P-CL1500U-47W-840-80°↓105°↑

Worktop dimensions: (L x W x H) 1800 x 900 x 800 mm 

Ceiling height: 3000 mm

Lamp height from worktop: 1300 mm

Average illuminance: 535 lx

Uniformity: 0.64 UGR: <19
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SPACE 60 Linear Profile System



   

SPACE 60 Linear Profile System
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Project: Nardo Bil Ålesund, Norway
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SPACE 60

Project: Janashakthi Group's corporate office, Sri Lanka

Linear Profile System
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Project: Application Reference

Light Distribution

3000K

Quick Info

   

65

88

614/914/1214/1514/1814

80°

105°
3000K
4000K

• General Lighting, Pendant Direct & Indirect

• Lumileds LED: 21W, 31W, 38W, 47W, 58W; CRI>80, CRI>90

• CCT: 3000K, 4000K Available as Standard

• Beam Angle: ↑80°↓105°

• Lumen Output: Up to 7000lm System Luminous Flux

• LED Driver: ON-OFF, 1-10V Dim, DALI Dim

SPACE 60 P-CL1200U-38W-840-80°↓105°↑

1466lx1m

367lx

163lx

92Ix

Height, Emax

59lx

Diameter

Ø151

Ø302

Ø453

Ø605

Ø756

2m

3m

4m

5m

725lx1mØ242

181lxØ484 2m

80lxØ726 3m

45lxØ968 4m

29lxØ1210 5m

(cm)

10°0°10°20° 20°

80°

105°

35W 33V 1050mA 38W 80 2750lm↓1800lm↑ SEAP-8408038 -WN-UF4000KWhite1214mm

80White914mm

43W 33V 1300mA 47W 80 3400lm↓2200lm↑ SEBP-8408047 -WN-UF4000KWhite1514mm

White1814mm

System OutputLED Power System Power LED Voltage LED Current CRI CCT Beam CodeColorLength

80°↓105°↑

80°↓105°↑

80°↓105°↑

80°↓105°↑

80White614mm 80°↓105°↑4000K

4000K

80 4000K

Code Remark: =F(ON-OFF) =A(1-10V Dim) =D(DALI Dim) F   A   D

Order Info

IP20

SPACE 60 Pendant Direct & Indirect

UGR<1990
CRI
<80

CRI
<

CRI/ CCT Beam Angle Power Control Finish Reflector Color Accessory

SEAP * * * * * * * * * * *- - -

830

CRI80/ 3000K

80 21

21W

840

CRI80/ 4000K

80 A

1-10V Dim

D

DALI Dim

F

On-Off

Coding

940

CRI90/ 4000K

930

CRI90/ 3000K

31

21W

38

38W

47

47W

80°↓

80°↓105°↑

19W 33V21W

29W 33V31W

52W 33V58W

58

58W

600mA 

900mA 

1600mA 

1450lm↓1100lm↑ SE6M-8408021 -WN-UF

2300lm↓1400lm↑ SE9M-8408031 -WN-UF

4200lm↓2800lm↑ SECP-8408058 -WN-UF

Model

SE6M

SE9M

SEAP

SEBP

SECP

B

Black

N

None

w

White

U

Uplight600mm Module

900mm Module

Pendant 1200mm 

Pendant 1500mm

Pendant 1800mm

SPACE 60 P-CL1500U-47W-840-80°↓105°↑

1826lx1m

456lx

203lx

114Ix

Height, Emax

73lx

Diameter

Ø80

Ø160

Ø240

Ø320

Ø400

2m

3m

4m

5m

850lx1mØ242

212lxØ484 2m

95lxØ726 3m

53lxØ968 4m

34lxØ1210 5m

(cm)

10°0°10°20° 20°

80°

105°

50,000h@L80B10
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Project: JBF KONTOR, OSLO, Norway

80°

3000K
4000K

IP20

65

88

614/914/1214/1514/1814

UGR<1990
CRI
<80

CRI
<

   

SPACE 60 Pendant Direct

Light Distribution

•  Version also AvailableGeneral Light

• Lumileds LED: 13W, 21W,  26W,  33W, 39W,

• CCT: 3000K, 4000K Available as Standard

• Beam Angle: 80°↓

• Lumen Output: Up to 4300lm System Luminous Flux

• LED Driver: ON-OFF, 1-10V Dim, DALI Dim

80White614mm

33V 700mA 26W 80 2850lm SEAP-8408026 -WNF4000KWhite1214mm

80White914mm

33V 900mA 33W 80 3650lm SEBP-8408033 -WNF4000KWhite1514mm

White1814mm

80°↓

80°↓

80°↓

80°↓

80°↓

4000K

4000K

80 4000K

1330lx1m

332lx

148lx

83lx

Height, Emax

53lx

Diameter

Ø160

Ø320

Ø479

Ø639

(cm)

Ø799

2m

3m

4m

5m

SPACE 60 P-CL1200-26W-840-80°↓

20°

System OutputSystem Power LED Voltage LED Current CRI CCT Beam CodeColorLength

80°

1826x1m

456lx

203lx

114lx

Height, Emax

73lx

Diameter

Ø80

Ø160

Ø240

Ø320

(cm)

Ø400

2m

3m

4m

5m

SPACE 60 P-CL1500-33W-840-80°↓

10°0°10°20° 20°

Code Remark: =F(ON-OFF) =A(1-10V Dim) =D(DALI Dim) F   A   D

CRI/ CCT Beam Angle Power Control Finish Reflector Color Accessory

* * * * * * * * * * *- -

930

CRI90/ 3000K

830

CRI80/ 3000K

80 13

13W

840

CRI80/ 4000K

A

1-10V Dim

D

DALI Dim

F

On-Off

940

CRI90/ 4000K

21

21W

26

26W

33

33W

80°↓

33V 350mA 13W

33V 600mA 21W

33V 1050mA 39W

1450lm

2300lm

4300lm

SE6M-8408013 -WNF

SE9M-8408021 -WNF

SECP-8408039 -WNF

39

39W

3000K

Quick Info

23W

30W

Order Info

80°

10°0°10°20°

LED Power

Model

-

Coding

11W

19W

35W

B

Black

N

None

w

White

SE6M

600mm Module

SE9M

900mm Module

SEAP

Pendant 1200mm 

SEBP

Pendant 1500mm

SECP

Pendant 1800mm

50,000h@L80B10

SEAP
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Project: Nardo Bil Ålesund, Norway

65
614/914/1214/1514/1814

88

IP20

80°

3000K
4000K

UGR<1990
CRI
<80

CRI
<

   

SPACE 60 Surface Mounted

Light Distribution

•  Version also AvailableGeneral Light

• Lumileds LED: 13W, 21W,  26W,  33W, 39W,

• CCT: 3000K, 4000K Available as Standard

• Beam Angle: 80°↓

• Lumen Output: Up to 4300lm System Luminous Flux

• LED Driver: ON-OFF, 1-10V Dim, DALI Dim

80White614mm

33V 700mA 26W 80 SEAC-8408026 -WNF4000KWhite1214mm

80White914mm

33V 900mA 33W 80 SEBC-8408033 -WNF4000KWhite1514mm

White1814mm

80°↓

80°↓

80°↓

80°↓

80°↓

4000K

4000K

80 4000K

1330lx1m

332lx

148lx

83lx

Height, Emax

53lx

Diameter

Ø160

Ø320

Ø479

Ø639

(cm)

Ø799

2m

3m

4m

5m

SPACE 60 C-CL1200-26W-840-80°↓

20°

System OutputSystem Power LED Voltage LED Current CRI CCT Beam CodeColorLength

Code Remark: =F(ON-OFF) =A(1-10V Dim) =D(DALI Dim) F   A   D

CRI/ CCT Beam Angle Power Control Finish Reflector Color Accessory

* * * * * * * * * * *- -

930

CRI90/ 3000K

830

CRI80/ 3000K

80 13

13W

840

CRI80/ 4000K

A

1-10V Dim

D

DALI Dim

F

On-Off

940

CRI90/ 4000K

21

21W

26

26W

33

33W

80°↓

33V 350mA 13W

33V 600mA 21W

33V 1050mA 39W

SE6M-8408013 -WNF

SE9M-8408021 -WNF

SECC-8408039 -WNF

39

39W

3000K

Quick Info

23W

30W

Order Info

80°

10°0°10°20°

LED Power

Model

SEAC -

Coding

11W

19W

35W

B

Black

N

None

w

White

SE6M

SEAC

Surface Mounted
1200mm

SEBC

Surface Mounted
1500mm

SECC

Surface Mounted
1800mm

600mm Module

SE9M

900mm Module

80°

1826x1m

456lx

203lx

114lx

Height, Emax

73lx

Diameter

Ø80

Ø160

Ø240

Ø320

(cm)

Ø400

2m

3m

4m

5m

SPACE 60 C-CL1500-33W-840-80°↓

10°0°10°20° 20°

50,000h@L80B10

2850lm

3650lm

1450lm

2300lm

4300lm
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65

1224/1524/1824

88

81
65

614/914/1214/1514/1814

88

IP20

   

SPACE 60 Trim Recessed

80°

3000K
4000K

UGR<1990
CRI
<80

CRI
<

Light Distribution

•  Version also AvailableGeneral Light

• Lumileds LED: 13W, 21W,  26W,  33W, 39W,

• CCT: 3000K, 4000K Available as Standard

• Beam Angle: 80°↓

• Lumen Output: Up to 4300lm System Luminous Flux

• LED Driver: ON-OFF, 1-10V Dim, DALI Dim

80White624mm

33V 700mA 26W 80 SEAF-8408026 -WNF4000KWhite1224mm

80White924mm

33V 900mA 33W 80 SEBF-8408033 -WNF4000KWhite1524mm

White1824mm

80°↓

80°↓

80°↓

80°↓

80°↓

4000K

4000K

80 4000K

1330lx1m

332lx

148lx

83lx

Height, Emax

53lx

Diameter

Ø160

Ø320

Ø479

Ø639

(cm)

Ø799

2m

3m

4m

5m

SPACE 60 F-CL1200-26W-840-80°↓

20°

System OutputSystem Power LED Voltage LED Current CRI CCT Beam CodeColorLength

Code Remark: =F(ON-OFF) =A(1-10V Dim) =D(DALI Dim) F   A   D

33V 350mA 13W

33V 600mA 21W

33V 1050mA 39W

SE6F-8408013 -WNF

SE9F-8408021 -WNF

SECF-8408039 -WNF

3000K

Quick Info

23W

30W

Order Info

80°

10°0°10°20°

LED Power

Coding

11W

19W

35W

CRI/ CCT Beam Angle Power Control Finish Reflector Color Accessory

* * * * * * * * * * *- -

930

CRI90/ 3000K

830

CRI80/ 3000K

80 13

13W

840

CRI80/ 4000K

A

1-10V Dim

D

DALI Dim

F

On-Off

940

CRI90/ 4000K

21

21W

26

26W

33

33W

80°↓

39

39W

Model

SEAF -

B

Black

N

None

w

White

SE6F

Trim Recessed
600mm

SE9F

Trim Recessed
900mm

SEAF

Trim Recessed
1200mm

SEBF

Trim Recessed
1500mm

SECF

Trim Recessed
1800mm

   

SPACE 60 Trimless Recessed

IP20

80°

3000K
4000K

UGR<1990
CRI
<80

CRI
<

Light Distribution

•  Version also AvailableGeneral Light

• Lumileds LED: 13W, 21W,  26W,  33W, 39W,

• CCT: 3000K, 4000K Available as Standard

• Beam Angle: 80°↓

• Lumen Output: Up to 4300lm System Luminous Flux

• LED Driver: ON-OFF, 1-10V Dim, DALI Dim

80White614mm

33V 700mA 26W 80 SEAT-8408026 -WNF4000KWhite1214mm

80White914mm

33V 900mA 33W 80 SEBT-8408033 -WNF4000KWhite1514mm

White1814mm

80°↓

80°↓

80°↓

80°↓

80°↓

4000K

4000K

80 4000K

1330lx1m

332lx

148lx

83lx

Height, Emax

53lx

Diameter

Ø160

Ø320

Ø479

Ø639

(cm)

Ø799

2m

3m

4m

5m

SPACE 60 T-CL1200-26W-840-80°↓

20°

System OutputSystem Power LED Voltage LED Current CRI CCT Beam CodeColorLength

Code Remark: =F(ON-OFF) =A(1-10V Dim) =D(DALI Dim) F   A   D

33V 350mA 13W

33V 600mA 21W

33V 1050mA 39W

SE6M-8408013 -WNF

SE9M-8408021 -WNF

SECT-8408039 -WNF

3000K

Quick Info

23W

30W

Order Info

80°

10°0°10°20°

LED Power

Coding

11W

19W

35W

CRI/ CCT Beam Angle Power Control Finish Reflector Color Accessory

* * * * * * * * * * *- -

930

CRI90/ 3000K

830

CRI80/ 3000K

80 13

13W

840

CRI80/ 4000K

A

1-10V Dim

D

DALI Dim

F

On-Off

940

CRI90/ 4000K

21

21W

26

26W

33

33W

80°↓

39

39W

Model

SEAT -

B

Black

N

None

w

White

SE6M

600mm Module

SE9M

900mm Module

SEAT

Trimless Recessed
1200mm

SEBT

Trimless Recessed
1500mm

SECT

Trimless Recessed
1800mm

80°

1826x1m

456lx

203lx

114lx

Height, Emax

73lx

Diameter

Ø80

Ø160

Ø240

Ø320

(cm)

Ø400

2m

3m

4m

5m

SPACE 60 F-CL1500-33W-840-80°↓

10°0°10°20° 20°

80°

1826x1m

456lx

203lx

114lx

Height, Emax

73lx

Diameter

Ø80

Ø160

Ø240

Ø320

(cm)

Ø400

2m

3m

4m

5m

SPACE 60 T-CL1500-33W-840-80°↓

10°0°10°20° 20°

50,000h@L80B10 50,000h@L80B10

1200/1500/1800

12 ( Trim recessed End cap set thickness)

5.5

1211/1511/1811

2850lm

3650lm

1450lm

2300lm

4300lm

2850lm

3650lm

1450lm

2300lm

4300lm



SE60-TC
600

600 

65

SE60-LC
600

600 

65

600

600 

65

SE60-XC

Corner Module of SPACE 60 Linear System

80 4000K 80°WhiteL: 600x600mm

23W

23W

23W

33V

33V

33V

700mA 

700mA 

700mA 

26W

26W

26W

80 2500lm

2500lm

2500lm

SEXC-8308026 -WNF

SETC-8408026 -WNF

SELC-8408026 -WNF

4000K 80°WhiteX: 600x600mm

80 4000K 80°WhiteT: 600x600mm

System OutputLED Power System Power LED Voltage LED Current CRI CCT Beam CodeColorLength

Model CRI/ CCT Beam Angle Power Control Finish Reflector Color Accessory

* * * * * * * * * * *- - -

930

CRI90/ 3000K

830

CRI80/ 3000K

80 26

26W

840

CRI80/ 4000K

A

1-10V Dim

D

DALI Dim

F

On-Off

Coding

SELC

940

CRI90/ 4000K

80°

SELC

L Corner Module
SPACE 60

SELC

L Corner Module
SPACE 60

SELC

L Corner Module
SPACE 60

B

W

White

Black

N

None

313 314

   

SPACE 60 Corner Modules

SE60-XC

SE60-LC

SE60-TC

Code Remark: =F(ON-OFF) =A(1-10V Dim) =D(DALI Dim) F   A   D

Pendant Installation Kit (with Ceiling Box)

Pendant Steel Wire Kit (no Ceiling Box)

Surface Mounted Kit

Trimless Recessed Mounting kit

Quick Linear Connector Kit

SE60-PK

SE60-PWK

SE60-SMK

SE60-TRK

SE60-HCK

SE60-FMPC-30M

SE60-FOPC-30M

Flexible Microprismatic Cover, in 30 Meters per Roll

Flexible Opal Cover, in 30 Meters per Roll

SE60-FRK Trim Recessed Mounting kit

Installation Accessories
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