
Quick Info

Light Distribution

Order Info

3W 80220-240VAC4W 3000K PORS-8303504F-DN250lm35°

System OutputLED Power System Power Input CRI CCT Beam CodeModel

PORTOFINO S-830-35°

91

103
66

157

126

124

559lx1m

140lx

62lx

35lx

Height,Emax

10°0°10°

22lx

Diameter

Ø57

Ø114

Ø172

Ø229

(cm)

Ø286

20° 20°

2m

3m

4m

5m

PORTOFINO S-830-35° 
35° PORTOFINO L-830-20°

3247lx1m

812x

360lx

203lx

130lx

Ø33

Ø66

Ø99

Ø132

(cm)

Ø165

2m

3m

4m

5m

Height,EmaxDiameter

10°0°10°20° 20°10°

20°

PORTOFINO S PORTOFINO L

50,000h@L80B10IK07

20° 35°

PORTOFINO Projector Light

IP65

3000K

627 628

Accessory : Stake for PORTOFINO series projectors

PORL-8302013F-DNPORTOFINO L-830-20°11W 80220-240VAC13W 3000K 1050lm20°

Remark: With internal Non-Dimmable LED driver

>80
CRI

• CREE LED: 3W, 11W, CRI>80, 3000K
• Beam Angle: 20°, 35°
• Lumen Output: Up to 250lm/ 1050lm System Luminous Flux
• IP Class: IP65
• Body: Aluminum; Color: Dark-Grey
• LED Driver: With internal Non-Dimmable LED driver  

3000K
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PORTOFINO Adjustable

Light Distribution

9W 80220-240VAC11W 3000K PORA-830ZM11F-DNMax.450lm15°-60°

Order Info

System OutputLED Power System Power Input CRI CCT Beam CodeModel

PORTOFINO A-830-Z

270

135

70

2689lx1m

672lx

299lx

168x

Height,Emax

10°0°10°

108lx

Diameter

Ø24

Ø47

Ø70

Ø93

(cm)

Ø117

20° 20°

2m

3m

4m

5m

PORTOFINO-A-830-Z @15° PORTOFINO-A-830-Z @60°

770lx1m

205lx

93lx

55lx

Height,Emax

10°0°10°

25lx

Diameter

Ø101

Ø203

Ø305

Ø408

(cm)

Ø510

20° 20°

2m

3m

4m

5m

15° 60°

15°-+60°

IK07
50,000h@L80B10

15-60°
Zooming

Beam Angle Zooming Projector Light

IP65

3000K

629 630

Remark: With internal Non-Dimmable LED driver

>80
CRI

• EDISON LED: 9W, CRI>80, 3000K
• Beam Angle: 15°-60° Zooming
• Lumen Output: Up to 450lm System Luminous Flux
• IP Class: IP65
• Body: Aluminum; Color: Dark-Grey
• LED Driver: With internal Non-Dimmable LED driver 

3000K

Quick Info


